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Overview 

From a simple temperature sensor to LCD screen control 
unit, all RS room sensor devices allow to optimize energy 
management in a room. 
According to the selected model, user can adjust ambient 
temperature, fan speed and manage the occupancy 
mode. 
This end-user guide provides operating information to the 
user. 

Room Sensor Devices without LCD Screen:   

 

 
 

Note: the drawing shows a digital or radio room sensor device with all functions. 

ACTION KEYS OCCUPANCY KEYS 

Fan Speed Selection Temperature control Occupancy 
mode 

Hard-wired 
room sensor 

devices 

Radio room 
sensor 
devices 

0 No fan (off mode) 
 

The temperature value is maximum 
when the key is turned to the "+"and 

stops. 

Occupied 
room 

Indicator light 
is on  

Indicator light 
flashes once 

Auto Automatic fan speed 
 

The temperature value is minimum when 
the key is turned to the "-"and stops. Standby room Indicator light 

flashes NC 

 
Fan speed 1   Unoccupied 

room 
Indicator light 

is off NC 

 
Fan speed 2      

 Fan speed 3      
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Room Sensor Device with a LCD Screen                                    

 
 

KEYS INFORMATION DEPENDING ON THE SELECTED FUNCTION 

KEYS SUNBLIND HVAC 
LIGHTING 

 Up arrow key Sunblinds opening 

 Fan speed increase 
 Temperature increase 

Lighting on or dimming (short or 
long push) 

 
Down arrow key Sunblinds closing 

 Fan speed decrease 
 Temperature decrease 

Lighting off or dimming (short or 
long push) 

 
 

 Function selection key 
 Lighting and sunblind 

groups selection 
 Confirmation key 

   

 Occupancy key 
   

 
PICTOGRAMS DESCRIPTION ON LCD SCREEN 

 Occupied room 

 Unoccupied room 

  + character flashes Room in standby mode 

 Temperature or fan speed or temperature setting or function activation status 

 Control bar-graph (6 ‘+’ steps and  6 ‘–‘ steps) 

 Fan speed selection 

 Lighting management 

 Sunblind management 

 Failure to take into account the temperature set-point adjustment 
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Mode Description 

Parameter modification 
To change a comfort parameter (temperature, fan speed, lighting or sunblind) press and hold the “selection” key until the function 
icon flashes. To select another function, press and hold the “selection” key until the desired icon is displayed.   

 

Lighting mode  
 

 

Once the lighting mode is selected, it is necessary to choose a lights group. By default, selection is on 1-X (X is the 
number of groups): all lights will be controlled together. 
 
To select one particular light group, just press and hold the “selection” key until the desired lights group is displayed 
(from 2 to 8 groups depending on your installation). 
 
 
To order light groups: 
 
 

Action Key  LCD display  

Switch on  
 

Switch off 
 

 

 

Sunblind mode 

 

 
Once the sunblind mode is selected, it is necessary to choose a sunblind group. By default, selection is on 1-X (X is 
the number of groups): all sunblinds will be controlled together. 
 
To select one particular sunblind group, just press and hold the “selection” key until the desired sunblind group is 
displayed (from 2 to 8 groups depending on your installation). 
 
To order sunblind groups:  

 
 
 
 
 
 
 
 
 
 

Action Key LCD display 

Moving up  
 

Moving down 
 

 

Rotating 
  +  
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Temperature mode 

 

 

Once the temperature mode is selected, press  or   to change the temperature set-point (in pitches).  

Display: bar-graph    (the middle bar means 0) and 1 bar = 1 pitch. 
 
 Action Key LCD display 

Increasing temperature  
+ bar graph 

 Decreasing temperature  

 

 

 
Fan mode 

 

 

There are 5 possible fan speeds. You can choose your fan speed using   and  keys. 

 

 
 
 
 

 
 

LCD display Fan speed 

 + On 3 Fan speed 3 (high speed) 

        + On 2 Fan speed 2 (medium speed) 

 + On 1 Fan speed 1 (low speed) 

  + Auto Automatic fan speed 

+  + Off No ventilation, off mode  

 

 

 

 

 

 

 

 

E.g. If the fan speed is 3 and if you press   key, the fan speed will be off. 

In the same way, pushing  key if the fan speed is off will put the fan coil in speed 3. 

Note: choosing off mode may not stop the fan coil immediately. 

Occupancy mode 

 
     

Pushing the occupancy key enables to specify your presence in the room (for more energy savings and comfort). 

 “Occupied” mode 
Pressing the occupied key activates the configured parameters for this mode (e.g. lights switch ON, sunblinds 
opening, etc.). 
  “Unoccupied” mode  
Pressing the unoccupied key deactivates the configured parameters for this mode (e.g. lights switch OFF, sunblinds 
closing, etc.). 
  “Standby” mode 
It is automatically enabled by the building system which runs the parameters initially programmed. 

 

Specifications subject to change without notice. 
Distech Controls and the Distech Controls logo are trademarks of Distech Controls Inc. ; LONWORKS is a registered trademark of Echelon Corporation ; NiagaraAX 

Framework is a registered trademark of Tridium, Inc. ; ARM Cortex is a registered trademark of ARM Limited ; BACnet is a registered trademark of ASHRAE ; BTL is a 
registered trademark of the BACnet Manufacturers Association; Windows, Visual Basic.Net are registered trademarks of Microsoft Corporation. EnOcean is a registered 

trademark of EnOcean GmbH. All other trademarks are property of their respective owner. 
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